
LIGHT GUIDE CABLES INSUFFLATION
INSUFFLATON DEVICES
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250-039-000 
RZ/Storz

250-037-000 
Wolf

250-038-000 
ACMI/CUDA

250-044-000 
Olympus

250-045-000 
Olympus - Standard

250-052-000 
Heine

250-059-000 
Pentax

250-048-000 
Luxtec

250-051-000 
Stryker

250-040-000 
Wolf

250-042-000 
RZ/Storz/Olympus

250-041-000 
ACMI/British Standard

250-025-230 Ø 2.5 mm, 2300 mm

250-025-300 Ø 2.5 mm, 3000 mm

250-035-180 Ø 3.5 mm, 1800 mm

250-035-230 Ø 3.5 mm, 2300 mm

250-035-300 Ø 3.5 mm, 3000 mm

250-048-180 Ø 4.8 mm, 1800 mm

250-048-230 Ø 4.8 mm, 2300 mm

250-048-300 Ø 4.8 mm, 3000 mm

XENON/LED Light Guide Cables 
with melt and bending protection

Adaptor pieces to use with endoscope Adaptor pieces to use with light source

COMPATIBILITY NOTE: 
A fiber optic cable with a large diameter should not be connected to a smaller diameter scope.
For example: Ø 4.8mm fiber optic cables connected to a Ø 2.9mm may risk
high temperature at the light entry of the endoscope and may risk patient safety.



INSUFFLATIONAIRFLOW A2/3/4

300-900-020   20L/min
300-900-021   20L/min, with heating unit
300-900-030   30L/min
300-900-031   30L/min, with heating unit
300-900-040   40L/min
300-900-041   40L/min, with heating unit

LAP
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Features:
• User-friendly interface
• Highest safety standard for patients
• All units are available with or without
 CO2 heating system
• Pre-insufflation mode for use with 
 Verres Cannulas
• Non-heating unit  have the same gasflow  
 rates as heating unit models  

Optional available: 
300-902-008  
CO2 Bottle, 0.75kg, empty

DELIVERY CONTAINS:

• Main Unit (300-900-020/-021/030/-031/-040/-041)  
• Sterile Filter (300-902-007)* (TP Product)  
• Wrench Set (300-902-006)
• CO2 High Pressure Tube (300-902-003) 
• Standard Silicone Tube (300-902-005)  
• Silicone Tube (300-902-004), only Heater-Version
• Gas Heater with tube (300-902-001), only Heater-Version
• Operating manual  • Mains cable  

Technical data

Line voltage 100-240 VAC 

Power consumption 25 - 40W
25-105W (with gas heating)
max. 0.4A
(max. 1A with gas heating)

Frequency 50 - 60Hz

Insufflation pressure 1 - 30mmHG

Gas flow 1-20L/min (300-900-020 / -021) 
1-30L/min (300-900-030 / -031) 
1-45L/min (300-900-040 / -041)

Gas connection UNF 7/16“ male

Gas type Medical Grade Carbon Dioxide

Dimensions 380 x 120 x 360 mm (WxHxD)

Weight 11kg



AIRFLOW A2/3/4 ACCESSORIES

Included in the set

Sterile Filter
300-902-007

Wrench Set (SW30/SW17)
300-902-006

C02 High Pressure Tube
300-902-003

Standard Silicone Tube
300-902-005

Silicone Tube (only Heater-Version)
300-902-004

Gas heater with tube (only Heater-Version)
300-902-001
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SUCTION & IRRIGATION
SUCTION & IRRIGATION 
SYSTEMS


